SIEMENS 


PROJECT: THE ADDRESS BOULEVARD HOTEL SEQUENCE OF OPERATION (Rev-02) 


16. Firemans Lobby Pressurization Fan 
FLSF-T14-01/02 
FLSF-T51-01/02 
FLSF-T69-01/02 


A) System Description 

System consists of (1 Duty + 1 Standby) fans with VFD. 

B) Fan monitoring 

BMS shall only monitor the fireman’s lobby pressurization fans. 

During fire condition, fire alarm system shall control the VFD. Fire alarm system shall also provide a volt 
free contact to BMS to indicate fire. In the event of fire alarm, if the run status of the fireman’s lobby 
pressurization fan is not established vide respective differential pressure switch (QBM81-3) after an 
interrogation time of 1 minute (adjustable), BMS shall raise a FLSF failed to run Alarm. The same shall be 
followed under trip conditions. 

The following points shall be monitored by BMS: 

i) Fan in ‘Auto’ status (each fan) 

ii) Fan run status (each fan) 

iii) Fan trip status (each fan) 

iv) Fan VFD Feed Back (each fan) 

v) Damper status (each fan) 


C) Alarms 


The followings alarms shall be raised on BMS 


S.NO. ALARM PRIORITY 
1 FLSF ‘Not in Auto’ alarm (each fan) Low 
FLSF failed to run alarm (each fan, during fire alarm ; 
2 ig High 
condition) 
3 FLSF trip alarm (each fan) High 
FLSF damper failed to open alarm (each fan, during fire : 
4 a High 
alarm condition) 
D) TRENDS 


The following points shall be trended: 


i. Fan run status (each fan) 
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